
The ELR Series

Touchless Ligature Resistant Faucets

Available with optional integrated ASSE 
1070 compliant scald protection**



Accessories

The ELR Series

A new solution for Behavioral and Healthcare applications.
The ELR Series is designed for behavioral care and healthcare facilities where ligature points are a concern. The ELR combines the 
added safety of ligature resistance and touchless operation with the durability of a heavy-duty, one-piece cast brass body. Power 
options and mixing – including integrated scald protection – are concealed in a secure, compact control box.
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Innovative Power Options

Added Safety

Available with integral ASSE 1070 
compliant thermostatic protection**  

to help prevent scalding.

Ligature Resistant

Rounded and sloped design  
to minimize ligature points.

Secure, Compact  
Control Box

Conceals and secures power, 
solenoid, mixing valve, and supply. 

Durable Construction

Heavy-duty, one-piece cast 
brass body with recessed vandal 
resistant outlet to withstand abuse 
and tampering. 

Long Term Power System 
Maintenance-free power  
for 15 years or more.

*Only models with thermostatic mixer are ASSE 1070 certified.
**Patent pending.

DISCLAIMER  
This product, when installed in accordance with the Installation Instructions, is designed to decrease the probability that it may be utilized as an apparatus for ligature. Chicago Faucets does not represent 
or warrant that this product is able to prevent death or injury, or resist all ligature attachment, and this product is not a substitute for the proper evaluation, treatment and supervision of persons at risk of 
suicide. Chicago Faucets makes no express or implied warranties regarding the ability of the product to prevent death or injury or resist all ligature attachment.

Plug-In or Hard-Wire Lithium CRP2 Battery

4˝ Centers
Models available with dual supply and mechanical mixing or  
thermostatic mixing for scald protection. Also available as  
single supply.

8˝ Centers

8˝ Cover Plate 
ELR-E13-KJKCP

ASSE 1070 Certified*

ASME A112.18.1/CSA B125.1 Certified

Certified to NSF/ANSI 61, Section 9

Complies with ADA requirements as specified 
in the Americans with Disabilities Act.

Codes & Standards

The CF Connect App provides 
a secure and easy way to adjust 
and maintain the faucet with a 
smartphone.

– Hygiene Flush eliminates  
 stagnant water from the  
 plumbing system and removes  
 harmful bacteria 
– Six field-adjustable modes for  
 metering, water savings,  
 and detection ranges 
– Track Usage CONNECT
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